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CROSS-CONNECTION PLAN APPROVAL APPLICATION
Plan Approvals invalid after one year from the date of application
Fill in all appropriate blanks (incomplete applications will delay the application).

Date Project Name:

Job Address: City: Zip:
Contractor: Phone:

Address: City: Zip:
Owner: Phone:

Address: City: Zip:
Email:

Domestic Water Purveyor:

Recycled Water Purveyor:

Plans submitted by (Name)

Company Name:

Address & Phone #:

Email:

Project Description/Type: (Recycled , Gray and/or Cistern Water System, Industrial, Dental, Dialysis, Manufacturing, etc.)

Number of copies being submitted (minimum 2 copies required)

A letter of approval/denial is issued to the persons submitting the plans, owner, water purveyor and State DPH.

Recycled Water Plan Checking Fee : $1,348.00
All other project proposal plan checking fee: CALL

INSTRUCTIONS FOR SUBMISSION OF PLANS

- Typical Plan submittals must include the plumbing, landscaping, utility, and overall site plan..

- Make check or money order (cash not accepted) payable to: LOS ANGELES COUNTY TREASURER
- Checks and money orders must be made out for the exact amount of the fee.

- Personal checks must bear a name, address, and telephone number.

- This fee is not refundable nor is the application transferable.

- Your plans will not be reviewed or approved until a fee is paid.

- You will be contacted when your plans are ready.

- Attach the TOP copy of this form with your plans, keep the Second copy of this form for your records.

PLANS ARE APPROVED IN THE ORDER THEY ARE RECEIVED. MISSING INFORMATION OR IMPROPERLY PREPARED PLANS WILL DELAY THE APPROVAL
PROCESS.

FOR OFFICE USE ONLY

Date Amount paid (Rev. 07/2007)




Your Plans need to include the following Information

(The following information, if applicable, may be shown on Civil, Plumbing and/or Landscape Development Plans)

L4

L4

All water meters

All irrigation connections, i.e. quick couplers, valve boxes, controllers, sprinklers, backflow
devices, etc.

Connection of the potable water in the street to the meter (up to the curb)

Connection from the potable water meter to the building and the RPPD with make, model and
serial number (if applicable).

Fire service connection(s), location, and backflow device information.
Internal backflow devices, i.e. feeding industrial or other non-potable uses
All water lines must be identified (UPC, 601.2, Appendix G & J)

Potable (blue or green background):
“Caution - Potable Water Line”

Recycled (CCR Title 22 water, purple background)
“Caution - Recycled/Reclaimed Water Line”

Non-potable (Irrigation, from a potable source, yellow background)
"Caution - Non-potable Water Line”

Industrial/Non-potable (Industrial application, yellow with direction of flow)
“Caution - Industrial Water Line”

Cistern Water:
“Caution - Cistern Water Irrigation System Sub-surface only, Danger - Unsafe Water”

Gray Water:
“Gray Water Irrigation System Sub-surface only, Danger - Unsafe Water”

Recycled, Gray and Cistern projects require an approved backflow prevention device on the
potable service(s), installed as close to the meter(s) as possible.

Signs - Install signs at all entrances stating the use of either recycled, cistern or gray water for
landscape irrigation.

On recycled water projects, the Los Angeles County DPH “Guidelines for Proposed Recycled
Water Systems” shall be included in the contractors working plans as an addendum to the
General Notes. State DPH has authorized this department to conduct recycled water project
reviews within Los Angeles County.

On cistern water projects, the Los Angeles County DPH “Guidelines to safe storm water/Cistern
water reuse, pipline construction and installation” shall be included in the plan proposal.

Gray water and cistern water projects shall obtain approvals from the administrative authority as
per UPC, i.e. Building & Safety Department. Include approval documentation with application.
Joint approval is required due to cross-connection requirements regulated by this department.



